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. Ergonomic design
. Suitable for left and right handed users with a relaxed grip

and good balance L
. Soft touch tip ejection (

K&

. Light & smooth plunger action
. locking mechanism prevents accidental volume
change during pipetting

. Clear 4 digit display for small increments & wider

volume selection options. \
. Resistance free click stop counter
. Larger digits

. PTFE sealing is used to create precise air tightness
to provide long term consistent performance

Slim designs allows pipette to operate
even with narrow tubes used in
laboratory

Easely accesible recalibration mechanism
without any chance of accindental
change in calibration

(\” It was the indefatigable efforts of
o our design and production teams
combined with the feedback received

from customers that saw the launch
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of Accumax SMART series of pipette.

Accumax SMART pipette matches all

1 quality parameters required to serve the

high end research market. It also excels in

user friendly features that make pipetting
effortless, less time consuming and a

delight.

CE IVD Compliant
Enhanced UV resistance
Color coding for easy identificatj
Volume display is always visiblé while pipetting

Fatigue free working with convenient finger rest

High performance, light weight and easy in operating

Shelf mounting stand for efficient handling and storage

New tip cone design for smooth fitting with many trands of tips.

In house cleaning, repair and calibration possible without any special tools

Made with special materials for better protection against chemical and physical corrosion

Supplied with individual quality certificate (QC) and calibration report according to 1ISO8655
Fully autoclavable without disassembly for maximum convenience as well as protection from contamination
Pipette handle has coating of Thermoplastic Elastomer to prevent body heat transfer to internal parts for high accuracy even during continuous use

Cat. # Product description Price
SVA-125 0.1-2.5pl Accumax Smart Variable Volume Micropipette 13:1:3
SVA-100 0.5-10pl Accumax Smart Variable Volume Micropipette €88
SVA-200 5-50ul Accumax Smart Variable Volume Micropipette €88
SVA-500 10-100pl Accumax Smart Variable Volume Micropipette €88
SVA-600 100-1000pl Accumax Smart Variable Volume Micropipette 13:1:3
SVA-700 2-20ul Accumax Smart Variable Volume Micropipette €88
SVA-800 20-200ul Accumax Smart Variable Volume Micropipette 13:1:3
SVA-905 500-5000ul Accumax Smart Variable Volume Micropipette €88
SVA-1000 1000-10000ul Accumax Smart Variable Volume Micropipette €88

Send us your order to info@gentaur.com - fax: +32 16 50 90 45 - Tel: +32 16 58 90 45 - www.gentaur.com

To view full price list go to www.antibodie.com
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Ergonomic design

Suitable for left and right handed users with a relaxed grip
and good balance

Soft touch tip ejection

Light & smooth plunger action
locking mechanism prevents accidental volume
change during pipetting

Clear 4 digit display for small increments & wider
volume selection options.

Resistance free click stop counter

Larger digits

PTFE sealing is used to create precise air tightness
to provide long term consistent performance

It was the indefatigable efforts of
Slim designs allows pipette to operate
even with narrow tubes used in
laboratory

Easely accesible recalibration mechanism
without any chance of accindental
change in calibration

our design and production teams
combined with the feedback received
from customers that saw the launch
of Accumax SMART series of pipette.
Accumax SMART pipette matches all
quality parameters required to serve the
high end research market. It also excels in
user friendly features that make pipetting
effortless, less time consuming and a
delight.

CE IVD Compliant |

Enhanced UV resistance

Color coding for easy identification

Volume display is always visible while pipetting L /:\/r\
Fatigue free working with convenient finger rest /‘\/?
High performance, light weight and easy in operating C -

Shelf mounting stand for efficient handling and storage / /C[[

New tip cone design for smooth fitting with many trands of tips.

In house cleaning, repair and calibration possible without any special tools

Made with special materials for better protection against chemical and physical corrosion ‘.} -

Supplied with individual quality certificate (QC) and calibration report according to 1ISO8655 ‘V \ y

Fully autoclavable without disassembly for maximum convenience as well as protection from contamination \

Pipette handle has coating of Thermoplastic Elastomer to prevent body heat transfer to internal parts for high accuracy even during continuous use

Cat. # Product description Price
SVA-100 0.5-10pl Accumax Smart Variable Volume Micropipette €88
SVA-500 10-100ul Accumax Smart Variable Volume Micropipette €88
SVA-700 2-20ul Accumax Smart Variable Volume Micropipette €88
SVA-905 500-5000ul Accumax Smart Variable Volume Micropipette €88

SVA-1000 1000-10000pl Accumax Smart Variable Volume Micropipette

Send us your order to info@gentaur.com - fax: +32 16 50 90 45 - Tel: +32 16 58 90 45 - www.gentaur.com

To view full price list go to www.antibodie.com



